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Specification

ADSL 2/2+ 4 Port Router

Line Connection

@ RJ-11(2 wires), RJ-45 (4 port)

ADSL Features

@ DMT modulation and demodulation

@ Tone detection for low power mode

C ATM SAR performed in software driver
ITU 992.1 (G.dmt) Annex A, B, C

ITU 992.2 (G.lite)

ITU 992.3 ADSL2 (G.dmt.bis)

ITU 992.4 ADSL?2 (G.lite.bis)

ITU 992.5 ADSL2+

ANSI T1.413 Issue 2

Full-rate adaptive
modem

Maximum downstream rate of 24 Mbps (ADSL2+)
Maximum upstream rate of 1 Mbps

G.lite adaptive modem

Maximum downstream rate of 1.5 Mbps
Maximum upstream rate of 512 Kbps

WAN Mode Support

PPP over ATM (RFC 2364)
PPP over Ethernet (RFC 2516)

LAN Mode Support

Bridged/routed Ethernet over ATM (RFC 2684/1483)
Classical IP over ATM (RFC 1577) and PPP over
Ethernet (RFC 2516)

ooloo|leo|oo|joeoooe

Bridge Mode Support

Ethernet to ADSL self-learning Transparent Bridging
(IEEE 802.1D)
Supports up to 128 MAC learning addresses

Router Mode Support

IP routing-RIPv2 (backward compatible with RIPv1)
Static routing

DHCP (Dynamic Host Configuration Protocol) Server
and Client

NAPT (Network Address and Port Translation)

NAT (Network Address Translation)

ICMP (Internet Control Message Protocol)
Simultaneous USB and Ethernet operation

IGMP (Internet Group Management Protocol)

Ethernet Features

Four RJ-45 connectors for 10/100 Mbps Ethernet LAN
connection,

DMZ function can be set up between them

Complies with IEEE 802.3u specification

Supports IEEE 802.3x Flow control in Full Duplex mode

Certification

CE,LVD

OS

WIN 98SE ; WIN 2000 ; WIN ME ; WIN XP

System Requirement

P11-266 + 32M RAM

Power

External AC Power
Input: 90~120V or 200~240V, 50/60Hz
Output: 12VAC/800mA

LED Indication

o|looo|0o|0|0|OOPO® OGOOOPOOO® OOOO O

Power, LAN1, LAN2, LAN3, LAN4, ADSL Link/Act
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PCB SIZE

@ 134mmx96.5mm

Software Upgrade

@ Upgrade by Ethernet Port

Application Diagram

ADSL

Internet




Package Contents

J ! ADSL 2/2+ 4 Port Router

o c CD-ROM containing Manual and QIG

Y

® 7 FEthernet Cable (CAT5 UTP Straight-Through)
® ¢« Telephone Cable (RJ11)
o ® Power Adapter (12VAC 800mA)

L

e
() " Quick Installation Guide

° VSplitter



Hardware Connecting

ADSL2/2+ 4-PORT ROUTER

ADSL L4 LAN3 LANZ LAN1 POVER

Splitter
P RJ-45 | Power Adapter |

Factory Reset Button |
RJ-11 |



LED Indicators

The LED Indicators are located on the front of the unit, they are green in color. The
meanings are as follows:

ADSL2/2+ 4 Port Router

PWR LAN1 LAN2 LAN3 LAN4 ADSL ‘
E’ EY Iy ) ‘::_j;; !
Label Meaning Status Indicates
PWR Power On Power is on
Off Power is off
LAN 1/ LAN 2/ LAN Link Flashing Flashes when data is being sent or
LAN 3/ LAN 4 received on the LAN connection.
On Indicates a link to your LAN or Network
card is active.
Off Indicates no link to LAN
ADSL Link Link A valid ADSL connection.



General Setting

Move your cursor as following sequence Start \ Settings \ Control Panel and
click Control Panel. Then double-click on the Network Connections

Pt Dt Vew Favorkes  Took  Help
L€ © - i P

address |G contral Panel

Double Click

on this icon

In the LAN or High-Speed Internet window, right-click on icon corresponding

to your network interface card (NIC) and select Properties.(This icon may be
labeled Local Area Connection).

> &=

Status
Repar

ridge Connedtions

Create Shortot




3. Inthe General Tab of the Local Area Connection Properties menu. Highlight
Internet Protocol (TCP/IP) under “This connection uses the following items.”
by click on it once. Click on the Properties button.

-4 Local Area Connection Properties

General | Authentication | Advanced

Connect using:

‘ B8 Accton EN1207D-Tx POl Fast Ethemet Adapter ‘

Thiz connection uses the following items:
% Client for Microsoft Metworks

.@. File and Printer Sharing for Microsoft Metworks
4= 005 Packet Scheduler

 Internet Protocal [TCP/AP)
Description

Transmizzion Contral Protocol/Internet Protocal. The default
wide area netwark. protocol that provides communication
acrozs diverse interconnected networks.

[ Show icon in natification area when connected

[ QK ][ Cancel ]

4. Select Obtain an IP Address automatically: by clicking once in the circle.
Click OK button to confirm and save your changes, and the close the Control
Panel.

Internet Protocol (TCP/IP) Properties

General | Altemate Configuration

You can get [P settings assighed automatically if your network, supports
thiz capability. Otherwise, you need to ask your network administrator for
the appropriate [P settings.

Select Obtain an

(%) Offtain an IF address automatically

[ ]
]
T

tain DMS server address automatically
T Usze the following DNS server addresses:

[ 0K I}J[ Cancel ]
L

) Use the following IP address:

IP address

automatically




5. Release IP & Renew IP, then Check Default Gateway: 192.168.1.1.

¢t Command Prompt l X

C:\Documents and Settings“™Administratorfipconfig /release

Windows IP Configuration

Ethernet adapter Local Area Connection 4:

Conaection—specific DNS Suffix . :
PESS. = - & 2 2 2 2 = = = . =

IC:\Documents and Settings“Administratorfipconfig /renew

Mindows IP Configuration

Ethernet adapter Local Area Connection 4:

Connection-specific DNS Suffix . s

IP Address. . . . . = & - . . . : 192.168.1.2
Subnet Mask . . . . . ... .. : 255.255.255.8
Default Gateway . . . . . . . . .\

C:\Documents and Settings™Administrator>

6. Launch your PC web browser and enter the URL: http://192.168.1.1

3 =Log In - Microsoft Internet Explorer,

File Edit ‘Wiew Fawvorites Tools Help

OBack 7 | \ﬂ |§| ;‘J /_-‘i Se:

Address | @] http:/j192.168.1.1

7. In the User name/Password prompt, please type in Admin/Admin as default.

2 +Log In - Micrasoft Iaternct Explorer

N @ P S @3- E B

Username:Admin

Fassword: sesew

&) borm B oot

X ~Quick Start>quickstart - Microsoft Internet Fxplorer

Fio S Vew Fooetes Tock Heb i
Qe - w] B fn POsews lorens @ 23- 055 B
] baro: iz 1681 L feprbinjeben v B -n.
Gk Stan J Satup l Acbanced Toals Stwes | dep |
Quick Start Louin settings

Login Settings

Log Out User 10

Save Al Passward

Ruboat

&) borm B oot
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Please follow the steps to setting your machine, after setup procedure. You can
enjoy the internet immediately.

2 >Quick Start>quickstart - Microsoft Internet Explorer;

Fle Edit ‘Wiew Favorites Tools  Help

eBack @ -\\-) @ @ {h pSearch *Favarites @ ﬁv % .:ﬁ

address ] http:f192.168.1.1/cgi-binjwebem B ks »

Quick Start Setup Advanced

Quick Start Login Settings

Login Settings
¢ | >
1 og ot M User ID
Deample; user Qlpigmer———"

Mote: After clicking on Connect, please be sure to click on
"Save Settings" so that your username/password and

other settings will be saved for next modem reboot,

' Inkernet

Enter the User ID.

Enter the Password.

Select Protocol from the list.
Enter the VPI/VCI Value.
Click Save All and Reboot.

a kM wDbd e
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Advanced Setup

Setup

The Setup section allows you to create new connections, edit existing connections,
and configure other basic settings.

LAN Setup

LAN Configuration
The following is displayed LAN Setup.

A >Setup>LAN Configuration - Microsoft Internet Explorer

File Edit Wiew Favorites Toolks Help

Qe - © @ @ ;h pSEarch S::\?Favwltes & Df{- :; 3

Address @ https/[192. 168, L.1/cgi-binjwebcmPgetpage=, 2Fhimi%2FdeFs . 2FstyleS%2Fmenusv2Fmenu himlsvaristyle=styleSawar v | (g G0 Links >

QuickStart | Setup | Advanced | Tools | Status | Hew J— IA
| | | 1 1

Setup

LAN Configuration

LAN Setup

LaM Configuration

Ethernet Switch

Firawall/NAT
Services 2

WAN Setup

Mew Connection
Modem -1

connectiond
Log Out

Save All

Reboot

LAN group 1

Interfaces

Ethemet
< Canfigure

Select Configure

LAN group 2

LAN group 3

=

& Internet

LAN Erouup 1 Eonliguration

1P Settings
Cunmanaged
Oobeain an 1P addre:

18 cfcl

Metmasy: [H5 =S a0 |
oefauk cateway:[ |
Host Name: ﬁ
comain: [ |

@ Enable DHCP Sarvar

IP Address: Private IP address for connecting to a local private network (Default:

192.168.1.1).

Netmask: Netmask for the local private network (Default: 255.255.255.0).
Default Gateway: This field is optional. Enter in the IP address of the router on your

network.

12




Host Name: Required by some ISPs. If the ISP does not provide the Host name,
please leave it blank.

Domain Name: www.dynsns.org will provide you with a Domain Name. Enter this
name in the “Domain Name” field.

Enable DHCP Server: Enable or Disable DHCP Server.

Start IP: Sets the start IP address of the IP address pool.

End IP: Sets the end IP address of the IP address pool.

Lease time: The lease time is the amount of time of a network user will be allowed to
connect with DHCP server. If all fields are 0, the allocated IP address will be
effective forever.

Apply: Click Apply to save the changes.

13



Ethernet Switch

This Ethernet Switch Configuration page allows you to set value for data transfer;

3 >Setup>Ethernet Switch Configuration - Microsoft Internet Explorer,

File Edt Yew Favorites Tooks Help "

e ; ——
- ) o7 - 12
eBack 3] \ll] @ ) search ¢ Favories %) = 3
Acdress | ] httpi/{192.168. L.1{eghbinfwebem?getpage=. 7e2Fhimi%2Fdefs . 2FstyleS% 2Fmenus2Fmenu htmlevar style=styleSavar v | B 6o Linke >

Quickstanj Setup J Atvanced J Tools J Status J Help J I'—‘
| | 1 1 1 1

Setup Ethemet Switch Configuration

LAN Setup

Set Yalue Fallback value

LAN Configuration Physical Purtl: 100/Full Duplex

Ethernet Switch

Firewall/NAT al Physical Portz: 100/Full Duplex

Services

Physical Purt3: 100/Full Duples
WAN Setup
Mew Connection Physical Purt4: 100/Full Duplex

Modem (=1
connectiond
Log Out

Save all
Reboot

&) # Internet

Physical Port: There are five kinds of mode for data transfer (Auto)(10/Half
Duplex)(10/Full Duplex)(100/Half Duplex)(100/Full Duplex).
Apply: Click Apply to save the changes.

Firewall/NAT Services

This page allow you Enable or Disable Firewall and NAT Service

a >Setup>Firewall/NAT Services - Microsoft Internet Explorer

File Edit Wew Favortes Todks Help Iz

A P . . 3y A
eﬁack - Q \ﬂ @ )| O ssarch Sl Favorites ) - 3
Address ‘@‘[ http:fleZ.lsﬁ‘1.1ttg\-b\nfwebcm?qetpaga:"%ZFhtm\%2Fdefs%2Fsty\aS“fnZFmer\us%’aZFmanu‘htm\&var:sty\a:sty\as&varVl Go Links
Quick Start J Setup J Advanced J Tools J Status J Help J A
| 1 1 1 1

Setup Firewall/NAT Services

LA S5 @ nahle Firewall and MAT Service
LaM Configuration

Click here to

Firawall/NAT
Services 2

Enable or

WAN Setup

Mew Connection

Disable this Tl Q|

. connectiond
function. Log oue
Save All
Reboot
Cooy | -
&) Dane @ Internet

Apply: Click Apply to save the changes.
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WAN Setup

New Connection

When working with wide area connections, the first thing you must do is to have the
handle of the connection. Once you have the handle for a Connection you must define
the PVC and protocol settings for it.

&l oone B i

Name: Enter the name of your ISP. This information is for identification purposes only.
Type: There six kinds of method (PPPoE/ PPPoA/ Static/ DHCP/ Bridge/ CLIP).

PPP Settings

Encapsulation: Select you encapsulation type. (Supplied by your ISP).

Username: Enter the username provided by your ISP.

Password: Enter the password provided by your ISP.

Idle Timeout: Idle timeout means the router will disconnect after being idle for a
preset amount of time. The default is 60 seconds. If you set the time to 0, the
ISDN connection will remain always connected to the ISP.

Keep Alive: If mode is LCP, This is the Keep Alive timer. If a reply to the LCP echo is
not received in this amount if time, the connection is dropped. The Default is 10.

Authentication: Set the required authentication protocol. (Auto/ CHAP/ PAP)

MRU: Maximum Receive Unit indicates the peer of PPP connection the maximum
size of the PPP information field this device can be received. The default value is
1492 and is used in the beginning of the PPP negotiation. In the normal
negotiation, the peer will accept this MRU and will not send packet with
information field larger than this value.

PVC Settings

VPI: If instructed to change this, type in the VPI value for the initial connection (using
PVC 0). Default = 0.

VCI: If instructed to change this, type in the VCI value for the initial connection (using
PVC 0). Default = 0.

QoS: Quality of Service type. Select CBR (Continuous Bit Rate) to specify fixed
15




(always-on) bandwidth for voice or data traffic. Select UBR (Unspecified Bit Rate)
for applications that are non-time sensitive, such as e-mail. Select VBR (Variable
Bit Rate) for burst traffic and bandwidth sharing with other applications.

PCR: Divide the DSL line rate (bps) by 424 (the size of an ATM cell) to find the Peak
Cell Rate (PCR). This is the maximum rate at which the sender can send cells.

SCR: The Sustain Cell Rate (SCR) sets the average cell rate (long-term) that can be
transmitted.

Static Settings

Encapsulation: Select you encapsulation type. (Supplied by your ISP).

IP Address: Private IP address for connecting to a local private network (Default:
192.168.1.1).

Netmask: Netmask for the local private network (Default: 255.255.255.0).

Default Gateway: This field is optional. Enter in the IP address of the router on your
network.

DNS: Sets the IP address of the DNS server.

Mode: Bridged and Routed

DHCP Settings

Encapsulation: Select you encapsulation type. (Supplied by your ISP).

IP Address: Private IP address for connecting to a local private network (Default:
192.168.1.1).

Bridge Settings

Encapsulation: Select you encapsulation type. (Supplied by your ISP).

CLIP Settings

IP Address: Private IP address for connecting to a local private network (Default:
192.168.1.1).

Netmask: Netmask for the local private network (Default: 255.255.255.0).

ARP Server: Translating an IP address to an ATM address.

Default Gateway: This field is optional. Enter in the IP address of the router on your
network.

Apply: Click Apply to save the changes.

16



Modem
This page allow you Select ADSL Transmission Type.

Select
one type

& ® e

T1413: Full-Rate (ANSI T1.413 Issue 2) with line rate support of up to 8 Mbps
downstream and 832 Kbps upstream.

GDMT: Full-Rate (G.dmt, G992.1) with line rate support of up to 8 Mbps downstream
and 832 Kbps upstream.

GLITE: Glite (G.992.2) with line rate support of up to 1.5 Mbps downstream and 512
Kbps upstream.

MMODE: Support Multi-Mode standard (ANSI T1.413 Issue 2; G.dmt(G.992.1);
G.lite(G.992.2)).

Apply: Click Apply to save the changes.

17



ADVANCED
UPNP

Universal Plug and Play (UPnP) is a distributed, open networking standard that uses
TCP/IP for simple peer-to —peer network connectivity between devices a UPnP device
can dynamically join a network, obtain and IP address, convey is capabilities and
learn about other devices on the network. In turn, a device can leave a network
smoothly and automatically when it is no longer in use.

) Enable UpxPp

WAN Connection:
LAN Connacton:

] tonw B ikt

Enable UPNP: Enable the UPnP.
Apply: Click Apply to save the changes.

18



SNTP

The Router keeps time by connecting to a Simple Network Time Protocol (SNTP)
server. This allows the Router to synchronize the system clock to the global Internet.
The synchronized clock in the Router is used to record the security log and control
client filtering.

] erm B et

Primary SNTP Server: Enter the SNTP Server address. Default is 0.0.0.0.
Secondary SNTP Server: Enter the SNTP Server address. Default is 0.0.0.0.
Tertiary SNTP Server: Enter the SNTP Server address. Default is 0.0.0.0.
Timeout: Timeout (secs) for response to SNTP request.

Polling Interval: Time interval (min) between two successful SNTP requests.
Retry Count: Max. no of failed sntp requests to a server.

Time Zone: Time zone of the location.

Day Light: Daylight savings feature enabled (1) or disabled (0). Default disabled.
Apply: Click Apply to save the changes.
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SNMP

The Simple Network Management Protocol (SNMP) let a network administrator
monitor on a network by retrieving settings on remote network devices. Network
administrator typically runs an SNMP management station program such as MIB
browser on a local host to obtain information from an SNMP agent such as the router

you use now.

Enable SHMP Agant
Enable SHMP Traps

Traps
Dastination 1P Trag Camaunity Tran Vérsian

Name: Enter information about the system name in the system contact field.
Location: Enter information about the system contact person in the system contact

field.

Contact: Enter information about the system contact person in the system contact
field.

Vendor OID: The enterprise OID to which the system belongs to.

Apply: Click Apply to save the changes.

20



IP QoS

The NSP will honor the ToS bits of an IP Packet if the user set by an application. If the
ToS bits are set, the NSP will assign the IP packets to one of three queues associated
with a Wide Area Network Interface.

Medium prioricy weight: [ 60% ¥
Enable 1F0as: O
Trusted Mode:

Sourc Sosrcs  Destination Destinatien
Part Start 19 Part Start  Protocol Priority Phy Port TOS Delete
ask  Port Fnd  Magk Part End

& ® e

Choose a connection: Select a connection.

Low priority weight: Set the weight for Low priority queue.
Medium priority weight: Set the weight for Medium priority queue.
Enable IPQoS: IP QoS Enabled or disabled.

Apply: Click Apply to save the changes.
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LAN Clients

The LAN Clients page allows you to set the configuration for the LAN port.

LA Chents

18 Addraxs and Wortname, than cick Aoy,

Select L Connpticn: | LAN greup 1 %

Eniber [P Address:
Hastname

MAC Address:

Dynamic Addeesses
- B Arjdrges Mostrae A Tiog
0 192.16B.1.7 testdl-3asd9dZd 00:11:09:98:36:43 Dynamic

New IP Address: Enter the IP Address.
Hostname: Enter the Hostname.

MAC Address: Enter the MAC Address.
Apply: Click Apply to save the changes.

LAN Isolation

The LAN Isolation page allows you to block traffic from one LAN to another LAN.

3 rhdvanced ALAN Isolation - Microsefl Internet Explorer
Fle Bt Vew Favorbes  Took  ep [ ]

Q- O HEAG Lo rrees @ 3- 52 3

Aedvess | ] Mg 192, 1681, o el IR

...... LA dsulation

To black traffic fram, ana LAN o snothar AN, chack the Dirsble chack bos,

D A T T e T
[ Bisable traffic

oul

& @ et

Apply: Click Apply to save the changes.
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Bridge Filters

The bridge filtering page allows users to set the configuration of IP filtering.

) Enable Bridge Filters
) Enable Bridge Filter Management Interface
Select LAN: | LAN group 1 %
Bridge Filter Mana gament Intertace: :

Sre MAL st MAL

r
00-00-00-00-00-00 [ ANY ~ | 00-00-00-00-00-00 | ANY ™

] oorm B ot

Source MAC: When the bridge filtering is enabled, enter the Source MAC address,
select Block and click Add. Then all incoming WAN and LAN Ethernet packets
matched with this source MAC address will be filtered out. If the Forward is
selected, then the packets will be forwarded to the destination PC.

Destination MAC: When the bridge filtering is enabled, enter the Destination MAC
address, select Block and click Add. Then all incoming WAN and LAN Ethernet
packets matched with this destination MAC address will be filtered out. If the
Forward is selected, then the packets will be forwarded to the destination PC.

Type: Enter the hexadecimal number for the Ethernet type field in Ethernet_II packets.
For example, 0800 is for IP protocol.

Apply: Click Apply to save the changes.

23



Multicast

The NSP is capable of proxying for applications that are using multicast IP for
accessing Video content. This application needs to be run when NAT is enabled.

T rhdvanced -Multicas Sewup - Micrasoft Intesnet Explorer - EE]
o

Fe Bt Vew Frries  Tock el

Q- O HEAG Lo rrees @ 3- 52 3

O T T mre———— v B s

oul

Enable or Disable

Apply: Click Apply to save the changes.

Static Routing

The following queries manage the RIP routing application and static routing entries for

the NSP. The RIP application supports both version 1 and 2.

New Destingtion 1P: Mask: 2552552550

Gateway: Motricz 0

The Routing Table is empty.

] oone @ et

New Destination IP: Enter the New Destination IP.
Gateway: Enter the IP Address of the Gateway.
Apply: Click Apply to save the changes.
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Dynamic Routing

The following queries manage the RIP routing application and static routing entries for
the NSP. The RIP application supports both version 1 and 2.

DEnable RIP
Pratocol: | FIPvE

Apply: Click Apply to save the changes.
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Port Forwarding

The Port Forwarding page allows the user define a port forwarding rule without using
the firewall policy database definitions and apply it to the connection.

Fle Ede Vew Faveies Took neb [ ]
Qe - @ M @ @ P Tiorems @ 2- 5B B
Gcess [ Parge 1. 1681 A el g, TP - E

...... et Formarding

Wi Connection; connectiond » [ Allaw Incaming Fing

Graup:
LANIP: 19216812 &

Click here into

Categery Available Rules Applied Rules

Allen v Fradesar
| Agheron's Call
ol in

DMZ setup page

oul

Choose a connection: You can choose a connection to do this.
LAN IP: type your LAN IP. For example 192.168.1.2.

Apply: Click Apply to save the changes.
DMZ

This DMZ Settings page allows you Enable or Disable this function.

E Smttgs

O Enable DMZ

Select your WAN Connechon: |eonnectionl] FI
Select LaN Group: [LAN group 1 B
Select a LAN [P Address: 15216813 5] LN Cranty
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Access Control

Access Control allows users to define the outgoing traffic permitted or denied access
through the WAN interface.

Apply: Click Apply to save the changes.

IP Filter

The IP Filter function helps protect your local network against attack from outside. It
also provides a method of restricting users on the local network from accessing the
Internet. Additionally, it can filter out specific packets to trigger the router to place an
outgoing connection.

Fe Bt vem  Faw

Took el
Q- O HEAG Lo rrees @ 3- 52 3

s [ ] Mg 192,168, et b, STFRUIS v Be ™

Graup:

LaM IP: [ 19216812 | new e |

Block All Traffie: O [ Block Ousgeing Fing  Qustom 1P Fikers

Category Available Rules Applied Rules

Agheron's Call

Dlirect< [1.4) Games
once

EliteF
EverQuast
|Fighher Ace Il

] oone @ et

LAN IP: Select your LAN IP. For example 192.168.1.2.
Apply: Click Apply to save the changes.
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TOOLS

The Tools section allows you to save the configuration, restart the gateway, update
the gateway firmware, setup user and remote log information and run Ping and
Modem tests.

System Commands

System Commands allow you to carry out basic system actions, Press the button to
execute a command.

] oone @ et
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Remote Log

The Router Table page displays routing table and allows the user to manually enter
the routing entry. The routing table will display the routing status of Destination,
Netmask, Gateway and Interface. The interface brO means the USB interface; 100
means the loopback interface and pppl means the PPP interface. The Gateway is the
learned Gateway.

Rt Lig Settings

Log Level

Log Lovel:  Nofice &

Add an 1P Address:

Select a logeng destination: | None

] oone D e

Apply: Click Apply to save the changes.

User Management

User Management is used to change your User Name or Password.

Tl Timaout: 30

& @ et

User Name: Default is ‘Admin’.
Password: Default is ‘Admin’.
Apply: Click Apply to save the changes.
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Update Gateway

To update your gateway firmware, choose an update image (Kernel/ File system) or
configuration file In Select a File, and then click the Update Gateway button.

Additionally, you may download your configuration file from the system by clicking Get

Configuration.
:}”* O HEG P dores @3- 5B 3
acress | Mg 19 168 . TP, v Po s ™
O o o o @ et
Ping Test

Packet INternet Groper is protocol that sends out ICMP echo requests to test whether

or not a remote host is reachable.

T ~Tooks ~Ping Test - Micrasoft Internet Explorer
Fa Bt Vem Tock vy [ ]
Q- Q- M A H P Prrees @ (3- 15 [E B

acress | Mg 19 168 . Ay et TP,

Enteor 1P Addross to ping: |192 16811
Packet size: |64 bytes

Numiber of acho requests: |3

192.168.1.1 ping stabitics

&l oene
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Modem Test
This test can be used to check whether your Modem is properly connected to the

Network. This test may take a few seconds to complete. To perform the test, select
your connection from the list and press the Test button.

Qe - @[] @ D P Frrons @ 2- 5 E B

ducress [ marge 19 1681

Connperion s PLVC
) connactionD pppoe 835

Tost Typo: |F4End @

Modem Test Result: No beslis unning
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STATUS

The Status section allows you to view the Status/Statistics of different connections and
interfaces.

Network Statistics

The Ethernet Network Statistics page shows the statistics for the Ethernet connection.
The DSL Network Statistics page shows the statistics for the DSL connection.
The Wireless Network Statistics page shows the statistics for the Wireless connection.

Fis
Q- O HEAG Lo rrees @ 3- 52 3

Gcess [ Parge 1. 1681 A e - EE

Péntreurk Statimtes

fchaase an intorface B0 view your notwork statistics:

Qe - @[] @ D P Frrons @ 2- 5 E B
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Connection Status

The Connection Status page shows the status of PPP for each PPP interface.

atus - Microsoll Internet Explorer
Fla Ede Vew Favoetes  Took e [ ]

Q- Q- M A H P Prrees @ (3- 15 [E B
Gcess [ Parge 1. 1681 A el g, TP - EE

Cowmection Status (1)

Dezoiption  Tme 1B St Onlirg  Qizgonnect Regson
eeeeee tiond pppoe MGL NotCommected 0 DSLLNe is Disconnactad

& P e

DHCP Clients

The DHCP Clients page shows the MAC Address, IP Address, Host Name and Lease
Time.

Chiens - Micrasoft Inter et Explarer
Fle  Edt Favories  Took  Hely ,?
Q- O HEAG Lo rrees @ 3- 52 3

ducress [ marge 19 1681 Ay et i, TP, » (oo s ™

DHER Uhents (1)
Salect LAN:| LAN group 1 ~
MAC adress lPagdres: Mt Lz Tirmg
11 g 19216812  test0l-3aedds2d 0 days 0:51:18

a3

& P e
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Modem Status

The Modem Status page shows the modem status and DSL statistics.

Fle Edt  Vew Favortes  Took  Heb

Q- O HEAG Lo rrees @ 3- 52 3

acress | Mg 19 168 .

HNetwork Statistics
Connection Status
OHCE Clients
Modemn Status
Product Information

System Log

oo

Modemn Status
Conneetion Status
Us Rate (Kbps)

Ds Rata (Kbps)

US Margin

DS Margin

Trained Modulaticn
LOS Orrovs

DS Lina fttaniuation
US Line Attonisation
Poak Coll Rate

CRC Rx Incarieaved
CRE Tw Intordaaved
Path Mode

DSL Statistics

Near End F4 Loop Back Count
Hear End F5 Loop Back Count

Disconnected
]

o

0
ot Trained
]

o
Intereaved

Product Information

The Product Information page shows the product information and software versions.

Fle Edt  Vew Favortes  Took  Heb

Q- O HEAG Lo rrees @ 3- 52 3

ducress [ marge 19 1681

HNetwork Statistics
Connection Status
OHCE Clients
Modemn Status
Product Information

System Log

Froduct Information

Model Number DER-TIOS

Ethernat MaC 00: 14:28:00:01
OSL MAC 00: 14:28:00:01

Softwars Varsians
Gateway

ATM Driver

OSL HAL

DL Datapumo
SAR HAL

POSP Frmwang
Boot Loader

B ikt
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System Log

The System Log page shows the events triggered by the system.

Fle Bt Vew Frortes Took el

Qe - @ M & @ P Frrenns @ (3

s - EE

acress | Mg 19 168 .

HNetwork Statistics
Connection Status
OHCE Clients
Modemn Status
Product Information

System Log

oo

mpd 0L,
NTF Pallivg Timer for DHCP Started succasfully,
BSL Paling Turer Startnd succeshuly.

doing modulation_set.

Fermwall NAT carsiin startad

= et

Inods
ame/password|
de

Inode
i Settings/sy stam
T SEMNGH SR
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HELP

This section takes you to different Help Sections for Firewall, Bridge Filters, LAN
Clients and PPP Connection.

Firewall Help
Help for Port Forwarding, Access Control, and Advanced Security.
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Bridge Filter Help

Help section for Bridge Filters.
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LAN Clients

Help section for LAN Clients.

Fle Ede Vew Faveies Took neb L]
Q- © @G Lo frrews @
acress | Mg 19 168 . Ay et TR - ks ™
Guick Start Setup Mabwanced Toals Status Heln
1 1 1 1 1 1
Log Out LA harnts Holp

Uning i fa. r sas 3 tha BCE
“dymamic (B sbtained & lesss fram this

k. Bach B ix quats anhar
PC has & masuslly configurad 15 addrass).

llusatad it shavs up i € iy, mery by

g Static by using

mic cliaeits shaw us in the bt enly whan BHCE sarver is nenning.

] oone D e

PPP Connection
Help for establishing a PPP Connection.
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UPNP Help

Help pages for UPnP.
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IP QoS Help

Help section for IP QoS.
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Appendix

Country ISP PVC
. . VPI:8
Australia All Internet providers
VCI:35
. VPI:0
Belgium
VCI:33
VPI:0
Canada Telus
VCI:35
. VPI:8
Cybercity
VCI:35
Danmark
. . VPI:8
Tiscali
VCI:35
1 & 1 Internet DSL VP
VCI:32
AOL DSL VP
VCI:32
VPI:8
Arcor DSL
VCI:35
VPI:1
Freenet DSL
VCI:32
L VPI:1
Fireline networks e
VCI.
Deutschland
VPI:1
GMX Internet
VCI:32
VPI:8
Hansenet
VCI:35
VPI:8
Netcologne
VCI:35
VPI:1
Schlund
VCI:35
Snafu ADSL VPl
VCI:32
. . VPI:1
Tiscali
VCI:32
. VPI:1
T-online
VCI:32
VPI:1
Anderer Anbieter
VCI:32
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Country ISP PVC
Wannadoo VP8
VCI:35
France VP18
Tiscali .
VCI:35
ISRAEL KPN PPPoE LLC VPI:8
VCI:48
Telecom ltalia vPI:8
. VCI:35
Italian VPlS
Rest oil presente .
VCI:35
KPN PPPOA VC-MuX VPI8
VCI:48
Netherlands BBeyond Bridge LLC VPLO
VCI:33
BBeyond PPPoA VC-MuX VPLO
VCI:35
New Zealand New Zealand Telecom VPO
VCI:100
Portugal Todos os apresentador VPLO
VCI:35
Albura VPIL
VCI:32
Spanish Colt Teeccom VPLO
VCI:35
Earth VP8
VCI:32
Eresmas veL:8
VCI:35
Jazztel VP8
VCI:35
Ola Internet vPI:8
VCI:35
Retevision VP10
VCI:35
Terra vPL:8
VCI:32
Spanish Tiscali VPRI
VCI:32
Telefornica VP8
VCI:32
Telepac VPL8
VCI:35
Uni2 VPI:1
VCI:33
Ya.com vPI:8
VCI:32
Wanadoo VP18
VCI:32
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Country ISP PVC
- VPI:0
Island ssimi
VCI:35
Suomi Landssimi VPI:8
VCI.48
Vortex VPl8
VCI:48
Switserland Alle anbieter VPI1
VCI.32
Sverige Skanova VPI:8
VCI:35
Hinet VPILO
. VCI:33
Taiwan VPIo
Seednet .
VCI:33
Etisalat Classical IP Single User xg;
United Arab Emirates - - .
Etisalat Classical IP for VPI:8
Business VCI:35
United Kingdom British Telecom VPLO
VCI:38
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